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Federal Healthcare Oxygen Storage

It is common in healthcare facilities to utilizedastore nonlammable medical ges which
include compressed Oxygen, Helium, Nitrn, and other nomembustible gses. The
following guidelines are not intended to be alllusive, but to serve as a general overview of
requirements.

Healthcare facilities are required to comply witikA 101, Life Safety Code (2000 Editic
which references NFPA 99, Standaor Healthcare Facilities (1999 Edition). NFPA g€
where the majority of the use and storage requingsnaill be found.

Cylinder Storage less than 3,00°
- Located in a room or space of noncombustible oitéid-combustible constructic
- Doors must be secured
- Cannot be stored with flammable gas, liquid, oror
- Separated from combustible materials: 2— nonsprinklered
- Separated from combustible materials: — sprinklered
- Space must be vented
- Separated from any source of
- Electrical fixturedocated 5ft above the flo
- Freestanding cylinders shall be properly chaineid arcylinder stand or ci
- Valve protection caps shall be-place and hand tightened
- Empty cylinders shall be marked to avoid confusfanfull cylinder is neede
- Assign,readable from a distance of 5 ft, shall be on tharc
CAUTION: OXIDIZING GAS(ES) STORED WITHIN: NO SMOKI

Cylinders in use

Up to 300 ff of nonflammable medical gas can be located outsiden enclosure at locatio
open to the corridor such as at a nurses statitmwever, the cylinders must be secured w
not in immediate use. The total allowable amosmer smoke compartment anwst include
cylinders contained in “crash cart

Transfilling of liquid Oxygen
NFPA 99 requires that the transfer of gaseous axyigen one cylinder to another shall be
accordance with CGA Pamphle-2.5, Transfilling of High Pressure Gaseous Oxygen to Be
Used for Respiration. It is important to note that transfilling cannotac in patient care area
Transfilling must take place at a location speaificdesignated and mark

- 1-hrfireresistive construction; a

- Mechanically vented, sprinkled, and has concrete/ceramic tile; and

- Area has signs posted indicating transferring @ioing and no smokir
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Oxygen Concentrators

Used to provide oxygen therapy to patients, Oxygercentrators pose several issues that
be avoided in order to keep patients safe. Tha mymortant thing to remember is that e\
though the patient may not be located in an oxygat(or otherimilar location), that th
oxygen concentrator will still create an oxy-enriched environment is the immediate vicir
of use.

NFPA 99, 82.1.2.1 states “In an oxyg-enriched atmosphere, materials that are combut
and flammable in air ignite me easily and burn more vigorously. Materials rarhmally
considered to be combustible may be so in an o»-enriched atmostphere

In an oxygerenriched atmostphere the following are and/or cpolske an increased hazi
- Beauty: hair oil, lotions, ar hair dryers
- Clothing & linen
- Burning tobacco
- Radiant heaters
- Arching of electrical equipme
- Static electricity



